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One Person, One Machine

Using the HWP-120, one person can process one
or more logger’s cords of firewood an hour from
15-inch diameter, 12-foot logs in the safety and
comfort of the host machine’s cab.

From Log to Firewood

The HWP-120 goes to the log and lifts it. Then to
the firewood pile where it helps center the log,
cuts pieces to size, splits them and ejects the
finished firewood onto its pile — all from the safety
and comfort of the host machine's cab.
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i More Firewood, Less Time, Less Effort
‘ HWP-120 Firewood Processor

Universal Quick Attach

This processor can be attached to most skid
steer, tractor, excavator or front loader host
machines in minutes using the Universal Quick
Attach system.
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More Firewood, Less Time, Less Effort
HWP-120 Firewood Processor

Minimum Pressure

Specifications
i} Spec Value
Length Travels = 99" (251 cm)
Working = 121" (307 cm)
Width 55" (140 cm)
Height 51" (130 cm)
Weight 1,180 Ibs (581 kg)
Material 1/4” Steel

2,850 PSI (196 bar)

Flow

14 — 20 gpm (53 — 76 I/min)

%5| Connections

1-Pressure, 1-Return, 1-Case Drain

Firewood Cut Length

¥ | Maximum Log Dia. 15" (38 cm)
Maximum Log Length |12’ (3.66 m)
Minimum Log Length |4’ (1.82 m)

Up to 227 (56 cm)

Saw Bar 25" (64 cm) Harvester

Saw Chain 78 DL 0.404 pitch/18HX Series
Saw Motor Bent Axis Piston

Saw Oiler Automatic 2 qt (1.89 1) Tank

Maximum Saw Cut
Splitter Cylinder
Splitter Force

15" (38 cm)
Standard 3.5” x 24” Stroke
28,850 @ 3,000 psi

Spitting Wedge 4 or 6-way Manually Adjustable
In-Feed Sliding Trough Carries Log to Wedge
Mounting Universal Quick Attach SAE Spec J2513

Halverson Wood Products, Inc.

218 587-2065

sales@halversonwp.com

Halversonwoodproducts.com




