
One Person, One Machine
Using the HWP-120, TR one person can 
process a full logger’s cord (128 cu. ft.) of 
firewood an hour from 15-inch diameter, 
12-foot logs. With its trailer you can take it 
wherever you need it on your property.

No Host Machine, No Problem
The HWP-120 TR is totally self-contained. 
Its 38 HP Kohler ECH980 engine powers 
the processor to the full HWP-120 
performance. 

Unit Processing Firewood Pix

From Log to Firewood
The HWP-120 TR lifts the log, helps 
center the log, cuts pieces to size, splits 
them and discharges the finished firewood 
onto its pile.  
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Spec Value 
Length  
Width  
Height  
Weight  
Material 1/4” Steel 
Maximum Log Dia. 15” (38 cm) 
Maximum Log Length 12’ (3.66 m) 
Minimum Log Length 4’ (1.82 m) 
Firewood Cut Length Up to 22” (56 cm)  
Saw Bar 25” (64 cm) Harvester 
Saw Chain 78 DL 0.404 pitch/18HX Series 
Saw Motor Bent Axis Piston  
Saw Oiler Automatic 2 qt (1.89 l) Tank 
Maximum Saw Cut 15” (38 cm) 
Splitter Cylinder Standard 3.5” x 24” Stroke 
Splitter Force 28,850 @ 3,000 psi 
Spitting Wedge 4 or 6-way Manually Adjustable 
In-Feed Sliding Trough Carries Log to Wedge 
Engine Kohler ECH 980 4-stroke, EFI, 999 

cm 3 (61.0 cu-in), OHV, V-twin 
38 HP @ 3.600 rpm, Electric. Start, Gas 

Fuel Capacity (Gas)  
Oil Capacity  
Tire Size 4.8 – 12 
Mounting 2” Ball 
  
  

 


	Slide Number 1
	Slide Number 2

